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ELEC&ELTEK A21V00040F

Elec & Eltekffx il % i

E & E Magnaetic Products Limited

e Turns Ratio: 1CT:1CT+2%

e OCL @100KHz, 0.1Vrms: uH 150 Min

e LL @100KHz: uH 0.5 Max

e Insertion Loss @4MHz: dB -0.3 Max

e Return Loss @4MHz (100Q): dB 20 Min

e CMRR @1-10MHz: dB -35 Min

e CMRR @10-1000MHz: dB -20 Min

o DCR(Transformer Side): Q 0.45 Max

» DCR(CM Choke Side): Q 0.85 Max
 Insulation, 60 seconds: VDC 4300 Min

¢ Operating Temp Range: -40°C ~ +125°C

» Designed to be compliant with AEC-Q200.
» HI-POT Isolation: 4300Vdc

¢ Creepage Distance: >10mm

¢ CMC: Yes

o Package Size (L x W x H): 9.00 x 15.43 x 3.45 mm
» Working voltage is 1000VDC.

For full product
info and datasheet
Click here
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https://www.steliau.es/en/products/power-conversion-batteries-emc/eleceltek-a21v00040f
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Elec&Eltek Magnetic Products Limited (EEMPL) E & E Magnetic Products Limited
is a company of King Board group.
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